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(54) Title: AIR INDUCTION MODULE FOR A COMBUSTION ENGINE HAVING PULSE CHARGING 

(54) Bezeichnung: LUFTANS AUGMODUL FUR EINE BRENNKRAFTM ASCHINE MIT IMPULS AUFLADUNG 




(57) Abstract: In this air induction module, the induction pipe is comprised of two separate induction pipe bodies (1, 2) with indue - 
tion pipe sections that, together, form the induction pipes. The second induction pipe body (2), which can be attached to the cylinder 

Ohead of the combustion engine, contains, in its induction pipe sections, a pulse charging valve (3) with an associated actuator. In 
addition to the pulse charging valves, the control electronics thereof can be integrated in the air induction module. 
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Verofientlicht: 

— mit intemationalem Recherchenbericht 



Zur Erklarung der Zxveibuchstaben- Codes und der anderen Ab- 
kiirzungen wird aufdie Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
PCT-Gazette verwiesen. 



(57) Zusammenfassung: Bei diesem Luftansaugmodul besteht das Saugrohr aus zwei getiennten Saugrohrkorpern (1,2) mit sich 
zu den Saugrohren erganzenden Saugrohrabschnitten. Der am Zylinderkopf der Brennkraftmaschine befestigbare zweite Saugrohr- 
korper (2) enthalt in seinen Saugrohrabschnitten jeweils ein Impulsladungsventil (3) mit zugehorigem Aktuator. Zusatzlich zu den 



